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ラーメン形式構造の耐震性能向上に関する基礎的研究
Improving Seismic Resistant Performance Test on Rahmen 
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Abst臨むt Recently， E:nergy absorption members， such as buckling-res回 inedbrace，企iction
damper and oil damper， are used for sismic retrofit of steel arch bridges.However， 
seismic resist佃 tperformance researches whlch have energy absorption member 
in the s加!c旬re，are not carried out enough.In白iss卸dぁcyclicloading t田tsofrigid 
仕組問s，which is a p醐 ofarch bridge， and the element te蜘 ofenぽgyabsorption 
members are per五ormedtoob匂加seismicresisiance capacities.Andヲtheimport田t
informations to develop the seismic resis蜘 ltpぽform朗自血血elongiωdinal dir国 tion














































































供試体骨組寸法 hXb(醐) 2000X2000 
供試体断面幅 官XB(蜘) 250X 300 
供試体板厚 t (mm) 6 
リブ幅 bs (mm) 50 
リブ板厚 ts (mm) 6 
断面二次モーメント I (mm4) 8.33X107 
断面二次半径 r (mm) 98. 3 










とする‘その結果， 0 y=16. 5醐が得られた.
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ここで， A:供試体断面積， 1:断面二次モーメント， σy



















P = O.15Aσy (2) 
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d 95 メL95 =ーι ニ
d y 















供試体名称 RM-T6-C RM-TP-C 
降伏水平荷重 Hy (kN) 376 354 
降伏水平変位 i5 y (rnrn) 16.6 16.9 
最大水平荷重 ~ax (kN) 568 558 
最大水平荷重時の変位i5maパrnrn) 65. 7 66.3 










































































直径 D (阻) 48.6 60. 5 
板厚 t (mm) 2.3 3.2 
3.2.2摩接ダンパーブレース
摩擦ダいいで使用する磨き鍋反は，板厚l加 n，長さ 600m，















4:腹の数が 4個， 5 腹の数が 5個
(b) 摩擦ダンパーブレース































































相~ {I 権 v
併
キ4-100





























































































o 20 40 60 った.
水平変位 (mm) 






















J ， ， ， ， 
， ， ， ， 
， 
， ， ， ， 
一←解析結果
一一Rl¥，ιT6-P



































Vol.50A， pp.527-538， 2004.3. 
3) 岩田衛，竹内徹，藤田正則:建築鋼構造のシステ































(受理平成 18年 3月 18日)
